
Retain Existing Trees and Shrubs,
Repair Where Damaged

Retain Existing Off Site
Landscape, Repair Where
Damaged

Bioswale per Civil,
hydroseeded

Existing Asphalt

Bioswale per Civil,
hydroseeded

Bioswale per Civil,
hydroseeded

New Lamp Standard
to Match Existing

6.0m BUILDING SETBACK

Existing Asphalt

Existing Asphalt

Retain Existing Trees and Shrubs,
Repair Where Damaged

PLANTED SIZE / REMARKSCOMMON NAMEBOTANICAL NAME
TREE SCHEDULE

KEY QTY
TREE

12 EXISTING TREES TO RETAIN

NOTES:  * PLANT SIZES IN THIS LIST ARE SPECIFIED ACCORDING TO THE BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD, LATEST EDITION.
CONTAINER SIZES SPECIFIED AS PER CNLA STANDARD.  BOTH PLANT SIZE AND CONTAINER SIZE ARE THE MINIMUM ACCEPTABLE SIZES.  * REFER TO
SPECIFICATIONS FOR DEFINED CONTAINER MEASUREMENTS AND OTHER PLANT MATERIAL REQUIREMENTS.  * SEARCH AND REVIEW: MAKE PLANT MATERIAL
AVAILABLE FOR OPTIONAL REVIEW BY LANDSCAPE ARCHITECT AT SOURCE OF SUPPLY.  AREA OF SEARCH TO INCLUDE LOWER MAINLAND AND FRASER VALLEY. *
SUBSTITUTIONS: OBTAIN WRITTEN APPROVAL FROM THE LANDSCAPE ARCHITECT PRIOR TO MAKING ANY SUBSTITUTIONS  TO THE SPECIFIED MATERIAL.
UNAPPROVED SUBSTITUTIONS WILL BE REJECTED.  ALLOW A MINIMUM OF FIVE DAYS PRIOR TO DELIVERY FOR REQUEST TO SUBSTITUTE.  SUBSTITUTIONS ARE
SUBJECT TO BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD - DEFINITION OF CONDITIONS OF AVAILABILITY. * ALL LANDSCAPE MATERIAL AND
WORKMANSHIP MUST MEET OR EXCEED BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD LATEST EDITION. * ALL PLANT MATERIAL MUST BE
PROVIDED FROM CERTIFIED DISEASE FREE NURSERY. * BIO-SOLIDS NOT PERMITTED IN GROWING MEDIUM UNLESS AUTHORIZED BY LANDSCAPE ARCHITECT.

PMG PROJECT NUMBER: 24-037

*ALL PLANTED AREAS TO BE IRRIGATED. IRRIGATION TO BE A HIGH-EFFICINECY SMART-CONTROLLED SYSTEM, DESIGNED AND BUILT BY A QUALIFIED IIABC CONTRACTOR;
 SHOP DRAWINGS MUST BE PROVIDED TO L.A. FOR REVIEW

MATERIAL LEGEND
DESCRIPTIONSYMBOL

NEWLY PROPOSED ASPHALT

EXISTING ASPHALT TO RETAIN

SOD LAWN

BIOSWALE WITH RETAINED EXISTING PLANTING
HYDROSEED WITH QUICK GROW RECLAMATION

LIGHT POST
SEE LIGHTING PLAN

SEED MIX BY PREMIER PACIFIC SEEDS

QUICK GROW RECLAMATION SEED MIX

WEIGHT% | SPECIES

15% | ANNUAL RYEGRASS
12% | PERENNIAL RYEGRASS
10% | CREEPING RED FESCUE
5% | TIMOTHY
3% | ALSKIE CLOVER
5% | SINGLE CUT RED CLOVER
50% | FALL RYE

SEEDING RATE: 100-150 LB PER ACRE

FROM PREMIER PACIFIC SEEDS
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HYDROSEEDED AREA WITH QUICK GROW RECLAMATION
SEED MIX BY PREMIER PACIFIC SEEDS

Acer x freemanii 'Autumn Blaze'
Tree species to match existing trees at frontage

11 ACER x FREEMANII 'AUTUMN BLAZE' AUTUMN BLAZE MAPLE 9CM CAL; 1.8M STD; B&B

TOPSOIL DEPTH AS PER SPEC. ON SCARIFIED
SUBGRADE.  FILL WITH TOPSOIL 2/3RDS FULL
AND REMOVE STRAPPING AND 1/3 TOP OF 
BURLAP. CUT ALL BINDING MATERIAL.

GRADE TO TOPS OF CURBS, WALKS, AND 
DRIVEWAYS ETC.

SET TREE PLUMB.  USE 2 ROUND
STAKES, EACH SET 800MM
BELOW GRADE & 1200MM
ABOVE GRADE.

TREE STAKES TO BE ALIGNED
PARALLEL TO SIDEWALK/ROAD.

48"

MIN. 1M

ROOT BALL WIDTH PLUS
600MM (MIN EACH SIDE)

DO NOT CUT LEADER

2" DEEP SAUCER FORMED IN TOPSOIL
FOR INITIAL FIRST YEAR WATERING.

2" WIDE GREEN VINYL
BANDING ATTACHED TO

STAKE WITH SHINGLE NAILS.

STAKES DO NOT PENETRATE
OR DAMAGE ROOT BALL.

1M MIN. DEPTH OF TOPSOIL FOR
TREES. COMPACTED TO 85%
STANDARD PROCTOR DENSITY.
SCARIFY SIDES AND BOTTOM OF ALL
TREE PITS PRIOR TO PLANTING.

FOR TREES LARGER THAN 65MM
CALIPER USE 75MM Ø STAKES
FOR SMALLER TREES USE 50MM
Ø STAKES

TYPICAL TREE PLANTING AT GRADE
1/4" = 1'-0"

1

ENSURE ROOT FLARE IS EXPOSED; DO NOT BURY

2" DEPTH COMPOSTED BARK MULCH
IN 3FT RING AROUND BASE OF TREE
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REFER TO 4 / A1.10

REFER TO 1 / A1.10

REFER TO 2 / A1.10

LIGHTING SCHEDULE

KIM LIGHTING 'THE ARCHETYPE' AREA LIGHT ON POLE
OR APPROVED DARK SKY CERTIFIED EQUIVALENT

DESCRIPTIONSYMBOL

SEE ELECTRICAL DRAWINGS FOR DETAILS
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